Superior Performance and Reliability
High Quality Motor for Longevity
Modular Design Offers Flexibility
Adjustable Switch Sensitivity

Ideal for a Wide Variety of Media Like:
Cereal, Grain, Flour, Sand, Sugar,
Animal Feed, Cement, and Gravel

Competitive Pricing




NIR-9

Bulk Level
Switch




The NIR-9 is an industrial workhorse,
setting the standard for  superior
engineering in rotating vane bulk level
switches. Unlike other models in the
marketplace, the NIR-9 is designed with
longevity and dependability in mind. It
offers three distinct advantages over similar
models. One, the heavy duty motor is built
of metal and provides years of service,
unlike others in the industry that are built
of plastic. Two, once the rising media
impedes the rotating paddle, a switch
disengages the motor. Other models are
not built with this feature and continue to
strain the motor, significantly shortening the
instrument’s lifespan and increasing overall
application costs because of the frequent
need for replacements. Three, the switch
within the NIR-9 offers easily adjustable
sensitivity settings, to allow for even more
customization for the exact demands of
the application. With a modular design
concept and a variety of vanes available,
the NIR-9 truly offers a superior solution
for almost any bulk level application.



The NIR-9 operates via a motor that drives a
rotating vane. As soon as the media reaches
the vane, its rotation is stopped. The restoring
force moves the pivoted motor away from its
original position. A micro-switch is actuated,
which gives out an alarm signal. A second
microswitch turns off the motor. If the level is
decreased, the vane is released and the force
of a spring pulls the motor back to its original
position, restarting the motor.

* For Bulk Media and Solids in Silos
and Hoppers

* Economical Pricing

* Direct Replacement for Models
Prone to Motor Burnout

* Reliable Metal Motor
e SPDT Micro-Switch

* Superior Switch Design Avoids
Damage to Motor

» Switch Sensitivity is Field-Adjustable

* Aluminum Housing

* Unaffected by Humidity or Conductivity
* Easy to Install

» Different Mounting Options

» Various Vanes and Process Connections
* Rod or Cable Versions

» Custom Temperatures up to 900 °F
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Media Temperature: -4...392 °F )
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Ambient Temperature: -4...140 °F )

Pressure: -7.25...7.25 PSIG )

Maximum Grain Size: 1.96" )

Minimum Bulk Density: 0.038g/cm? )
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Rotation Speed: 5 RPM )

( Standard Connections: 1" or 1-1/2" NPT )

Vane Types: Standard, Foldable, Cruciform,
Aggregate, or Reinforced

( Power Supply: 24V .or 110V, )

( Power Consumption: Max. 2 VA )

( Electrical Connection: 2 x 1/2” NPT )




When Quality Counts,
Count on KOBOLD

KOBOLD Instruments Inc: For more than 35
years, KOBOLD has been a world leader in process
measurement and control solutions. We offer one of
the industry’s broadest lines of sensors, switches, and
transmitters to measure and control flow, pressure, level,
and temperature. The KOBOLD brand is synonymous
with quality, craftsmanship, technological advancement,
and cost effectiveness. Our engineers and customer
service representatives are ready to help you find the ideal
KOBOLD solution for your most demanding applications.

Contact Us:

KOBOLD USA
1801 Parkway View Drive
Pittsburgh, PA 15205
+1.800.998.1020 info@koboldusa.com
Visit our site at www.koboldusa.com

I * KOBOLD Canada
9A Aviation Road
Pointe Claire, QC HI9R 472
+1.888.769.5550 info@kobold.ca

I @I KOBOLD Mexico
Camino Dorado 131
Mision Cimatario
Querétaro 76087, Qro.
+52.442.295.1567 info.mx-mex@kobold.com
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